OSA2 Settings and TCP/IP Parms on the S/390 

S/390 Open Systems Adapter 2 (OSA-2) Feature

When the S/390 server is running in LPAR (logical partitioned) mode, it is possible to configure the OSA so that any or all LPAR's may share the same LAN connection. This is termed port sharing. Port sharing support is provided by S/390 Support Facility (OSA/SF) 5655-104.

Note the following two sample OSA-2 Ethernet/TokenRing feature# 5201 adapters. Both configured for Ethernet, one adapter is on CHPID 08 - setup for TCP/IP passthru mode with shared ports. The other adapter on CHPID B4 is setup for SNA mode also with shared ports.

Device numbers are assigned to OSA port unit addresses through definitions made using Hardware Configuration Definition (HCD) provided in S/390.

Using TCP/IP Addressing: A pair of devices must be defined for each OSA port being used for every logical partition, which is accessing the OSA. One device is used for reading and the other for writing.

Using SNA Addressing: Communicate through ACF/VTAM on the host. In SNA mode, a single device number is defined per OSA port for every logical partition, which is accessing the adapter.

#5201 OSA2 Adapter - TCP/IP (shared ports)

CHPID 08 (Slot 33)


port 0 (production LPAR)
10-00-5a xx-xx-xx



LAA


42-00-xx xx-xx-xx



x'010', x'011'


port 1 (test LPAR)

10-00-5a xx-xx-xx



LAA


42-00-xx xx-xx-xx



x'012, x'013'


OSAD device - Communication agent between OSA/SF and OSA adapter



x'FE'

#5201 OSA2 Adapter - SNA (shared ports)

CHPID B4 (Slot 14)


port  0 (production LPAR)
10-00-5a xx-xx-xx (08-00-5a xx-xx-xx)



LAA


42-00-xx xx-xx-xx (42-00-xx xx-xx-xx)



x'24a'


port 1 (test LPAR)

10-00-5a xx-xx-xx (08-00-5a xx-xx-xx)



LAA


42-00-xx xx-xx-xx (42-00-xx xx-xx-xx)



x'24b'

OSAD device - Communication agent between OSA/SF and OSA adapter



x'FE'

HCD - Hardware Configuration Definitions

MVS command: D IOS,CONFIG
IOS506I 12.49.14 I/O CONFIG DATA 579             

ACTIVE IODF DATA SET = SYS1.IODFnn               

CONFIGURATION ID = ABC01          EDT ID = 02    

TOKEN:  PROCESSOR DATE     TIME     DESCRIPTION  

SOURCE: CMOS2003 97-11-06 14:32:38 SYS1     IODF03
CHPID 08

CHPID PATH=(08),SHARED,PARTITION=((MVS1,MVS2),(MVS1,MVS2)),   *

               TYPE=OSA

CNTLUNIT CUNUMBR=0010,PATH=(08),UNIT=OSA

IODEVICE ADDRESS=(010,004),UNITADD=00,CUNUMBR=(0010),STADET=Y,*

               UNIT=OSA

         IODEVICE ADDRESS=(01A,002),UNITADD=0A,CUNUMBR=(0010),STADET=Y,*

               UNIT=OSA

         IODEVICE ADDRESS=(01C,001),CUNUMBR=(0010),STADET=Y,UNIT=OSA

         IODEVICE ADDRESS=01F,UNITADD=FE,CUNUMBR=(0010),STADET=Y,      *

               UNIT=OSAD

CHPID B4

CHPID PATH=(B4),SHARED,PARTITION=((MVS1,MVS2),(MVS1,MVS2)),   *

               TYPE=OSA

CNTLUNIT CUNUMBR=0240,PATH=(B4),UNIT=OSA

IODEVICE ADDRESS=(240,004),UNITADD=00,CUNUMBR=(0240),STADET=Y,*

               UNIT=OSA

         IODEVICE ADDRESS=(24A,003),UNITADD=0A,CUNUMBR=(0240),STADET=Y,*

               UNIT=OSA

         IODEVICE ADDRESS=24F,UNITADD=FE,CUNUMBR=(0240),STADET=Y,      *

               UNIT=OSAD

Disabling the MIH - Missing Interrupt Handler

"SYS1.PARMLIB(IECIOSnn)"   IOS=nn in IEASYSnn parm
MIH DEV=(010-013),TIME=00:00

Permanently disable the missing interrupt handler for device numbers 010 through 013.

TCP/IP Address Space

TCP/IP Procedure - TCPIP1 / 2
//TCPIP PROC MODULE='TCPIP',PARMS='NOSPIE/CTRACE(CTIEZA00)'             

//*

//*  TCP/IP for MVS  V 3.2                                              

//*  SMP/E Distribution Name: EZAEB01G                                  

//*

//*  NOSPIE must be specified in the PARMS above so TCPIP can run       

//*  authorized - APAR PN65950.                                         

//*

//*  Added new CTRACE() keyword to specify default Component            

//*  Trace SYS1.PARMLIB member.  See &PARMS definition above            

//*  for CTRACE(CTIEZA00) specification.                                

//*

//TCPIP EXEC PGM=EZAINMAN,                                              

//             PARM='&MODULE,ERRFILE(SYSERR),HEAP(512),&PARMS',         

//             REGION=7500K,TIME=1440                                   

//STEPLIB  DD DSN=SYS3.TCPIP.SEZATCP,DISP=SHR                           

//SYSMDUMP DD SYSOUT=*

//*

//SYSPRINT DD SYSOUT=*,DCB=(RECFM=VB,LRECL=137,BLKSIZE=0)               

//*

//SYSERR   DD SYSOUT=*,DCB=(RECFM=VB,LRECL=137,BLKSIZE=0)               

//*

//SYSERROR DD SYSOUT=*,DCB=(RECFM=VB,LRECL=137,BLKSIZE=0)

//*

//PROFILE  DD DSN=SYS3.TCPIP.CNTL(PROFPRD0),DISP=SHR

//SYSTCPD  DD DSN=SYS3.TCPIP.CNTL(TCPDPRD0),DISP=SHR           

File Transfer Server Procedure - FTPSRV1 / 2
//FTPSRV1  PROC MODULE='EZAFTSRV',PARMS=''                         

//*                                                                

//*  PRODUCTION TCP/IP FTP Server                                  

//*

//*  File Name:                tcpip.SEZAINST(FTSPROC)             

//*  Descriptive Name:         FTP Server Start Procedure          

//*  SMP/E Distribution Name:  EZAFTSRV                            

//*

//EZAFTSRV EXEC PGM=&MODULE,PARM='/&PARMS',REGION=7500K,TIME=1440  

//*

//STEPLIB DD DSN=SYS3.TCPIP.SEZATCP,DISP=SHR                          

//*                                                                   

//SYSPRINT DD SYSOUT=*,DCB=(RECFM=F,LRECL=132,BLKSIZE=132)            

//*

//SYSERR   DD SYSOUT=*                                                

//SYSMDUMP DD SYSOUT=*                                                

//*

//*        SYSFTPD is used to specify the FTP.DATA data set for the   

//*        FTP server.  The data set can be any sequential data       

//*        set or a member of a partitioned data set (PDS).           

//*

//SYSFTPD  DD DSN=SYS3.TCPIP.CNTL(FTSDATA1),DISP=SHR

//*

//SYSTCPD  DD DSN=SYS3.TCPIP.CNTL(TCPDPRD0),DISP=SHR

//SYSDEBUG DD SYSOUT=*,DCB=(RECFM=F,LRECL=160,BLKSIZE=160)             

//JESDEBUG DD SYSOUT=*,DCB=(RECFM=F,LRECL=160,BLKSIZE=160)             

//SYSFTSX DD DSN=SYS3.TCPIP.STANDARD.TCPXLBIN,DISP=SHR

TCP/IP profile data set: 'SYS3.TCPIP.CNTL(PROFPRD0)'
; OSA S/390 Ethernet Adapter - PORT0 (Production)

;

DEVICE OSAPORT0   LCS    010

LINK ETH0  ETHERor802.3 0 OSAPORT0
; HOME internet (IP) addresses of each link in the host.                   

;

HOME

   172.16.101.32 ETH0

GATEWAY                                               

;

; Direct Routes - Routes that are directly connected to my interfaces.   

;

; Network  First Hop  Link Name Packet Size  Subnet Mask  Subnet Value   

;                                                                        

 172.16      =         ETH0      1500       0

; Start all the defined devices. 

;

START OSAPORT0

TCP/IP profile data set: 'SYS3.TCPIP.CNTL(PROFTST0)'
; OSA S/390 Ethernet Adapter - PORT1 (Test)

;

DEVICE OSAPORT1   LCS    012

LINK ETH1  ETHERor802.3 1 OSAPORT1
; HOME internet (IP) addresses of each link in the host.                   

;

HOME

   172.16.101.31 ETH1

GATEWAY                                               

;

; Direct Routes - Routes that are directly connected to my interfaces.   

;

; Network  First Hop  Link Name Packet Size  Subnet Mask  Subnet Value   

;                                                                        

 172.16      =         ETH1      1500       0

; Start all the defined devices. 

;

START OSAPORT1

TCPIP client parms dataset: 'SYS3.TCPIP.CNTL(TCPDPRD0)'
;   Name of Data Set:     TCPIP.DATA

;

;   This data, TCPIP.DATA, is used to specify configuration

;   information required by TCP/IP client programs.

;

; TCPIPJOBNAME specifies the name of the started procedure that was

; used to start the TCPIP address space.    TCPIP is the default.  

;                                                                  

TCPIPJOBNAME TCPIP1
;

; DOMAINORIGIN specifies the domain origin that will be appended  

; to host names passed to the resolver.  If a host name contains  

; any dots, then the DOMAINORIGIN will not be appended to the     

; host name.                                                      

;                                                                 

DOMAINORIGIN  ABC.COM                                             

;

; You can specify DATASETPREFIX in the PROFILE.TCPIP and TCPIP.DATA     

; data sets.  The character string specified as a parameter on          

; DATASETPREFIX takes precedence over both the distributed or modified  

; data set prefix name as changed by the EZAPPRFX installation job.     

;                                                                       

DATASETPREFIX SYS3.TCPIP

;

FTP Client parms dataset 'SYS3.TCPIP.CNTL(FTCDATA)'
;   Name of File:            tcpip.SEZAINST(FTCDATA)               

;                                                                  

;   Descriptive Name:         FTP.DATA  (for FTP Client)           

; 

;   This FTP.DATA file is used to specify default file and disk    

;   parameters used by the FTP client.                             

;

; File and disk parameters                                              

;                                                                       

AUTOMOUNT       FALSE      ; Nonmounted volumes mounted automatically   

AUTORECALL      TRUE       ; Migrated HSM files recalled automatically  

;BLOCKSIZE         6144       ; Block size is 6144 bytes                  

;CCTRANS            CTRL       ; mlq for control connection translate table

;DCBDSN              MODEL.DCB  ; Data set name used as model for allocation

DIRECTORY         27         ; PDS allocated with 15 directory blocks     

DIRECTORYMODE   FALSE      ; Use all qualifiers (Datasetmode)           

FILETYPE              SEQ        ; File Type = SEQ (default)                  

LRECL                   256        ; Logical record length is 128 bytes         

;MGMTCLASS       TCPMGMT    ; SMS management class for new data sets    

;NCP                       15         ; 15 I/O buffers                            

PRIMARY               5          ; Primary allocation                         

RDW                       FALSE      ; Do not retain RDWs as data                 

RECFM                  VB         ; Fixed blocked record format                

RETPD                              ; No data set expiration date                

;RETPD                   0          ; No retention period                       

SECONDARY         10         ; Secondary allocation is 10 tracks

;SBTRANS              DATA       ; mlq for data connection translate table 

SPACETYPE          CYLINDER   ; Data sets allocated in tracks            

UNITNAME             SYSDA      ; Unit name used for allocation            

;VOLUME                WRKLB2    ; Volume serial number for allocation

FTP Server parms dataset 'SYS3.TCPIP.CNTL(FTSDATA1)'
;   FTP Server parms for PRODUCTION                            

;                                                              

;   Name of File:             tcpip.SEZAINST(FTSDATA)          

;   SMP/E Distribution Name:  EZAFTSDA                         

;                                                              

;   This FTP.DATA file is used to specify default file and disk

;   parameters used by the FTP server.                         

;

;ANONYMOUS                     ; anonymous login accepted               

;ASATRANS             FALSE           ; do NOT translate control characters in ASA text                            

AUTOMOUNT          FALSE           ; automatic mount of unmounted volume     

AUTORECALL         TRUE            ; automatic recall of migrated data sets  

AUTOTAPEMOUNT FALSE           ; do NOT automatically mount tape volumes 

;BLOCKSIZE            6233            ; new data set allocation blocksize      

;CCXLATE                CCXLATDD        ; translate table for control connection 

CONDDISP              DELETE          ; data sets catalogued if transfer fails  

;DATACLASS          SMSDATA         ; sms data class name                    

;DB2                         D31             ; db2 subsystem name                     

;DCBDSN                 MODEL.DCB       ; new data set allocation model dcb name 

;DEST                       USER14@MVSL     ; files destination for store            

DIRECTORY            27              ; new data set allocation directory blocks

DIRECTORYMODE FALSE           ; directorymode vs. data set mode         

EXTRATASKS         5               ; number of extra tasks for server        

FILETYPE                SEQ             ; file transfer mode

INACTIVE                300             ; inactive time out                       

JESLRECL               80              ; lrecl of jes jobs                       

JESPUTGETTO       600             ; timeout for remote job submission put/ge

JESRECFM              F               ; recfm of jes jobs                       

LRECL                     256             ; new data set allocation lrecl           

;MGMTCLASS         SMSMGMT         ; sms mgmtclass name                     

;MIGRATEVOL         MIGRAT          ; migration volume volser 

PORT                        21              ; server port                             

PRIMARY                 5               ; new data set allocation primary space   

RECFM                     VB              ; new data set allocation record format   

RETPD                         ; no data set allocation retention period 

SECONDARY           10              ; new data set allocation secondary space 

SPACETYPE            CYLINDER        ; new data set allocation space type      

SPREAD                   FALSE           ; sql output format                       

SQLCOL                  NAMES           ; sql output uses column names as headings

;STORCLASS         SMSSTOR         ; sms storclass name                     

;TRACE                         ; trace active                           

;TRAILINGBLANKS TRUE           ; include trailing blanks when fixed     

                               ; format data sets are retrieved         

UNITNAME               SYSDA           ; new data set allocation unit            

;VOLUME                  WRKLB2         ; new data set allocation volume serial   

WRAPRECORD        FALSE           ; data is NOT wrapped to next record      

XLATE                       SYSFTSX         ; translation table dd name for data only

OSA/SF PROCEDURE - OSASF2

//*                                                              

//*   START OSA SUPPORT FACILITY  (OSA/SF) - MVS2                

//*                                                              

//OSASF2        EXEC PGM=IOAMAIN,TIME=1440,REGION=6000K,DYNAMNBR=5     

//STEPLIB       DD  DSN=CEE.SCEERUN,DISP=SHR                          

//                     DD   DSN=SYS1.SIOALMOD,DISP=SHR                        

//IOALIB          DD  DSN=SYS1.SIOALMOD,DISP=SHR                        

//IOAPROF      DD  DSN=SYS3.OSASF.MVS2.PROFILE,DISP=SHR              

//SYSPRINT    DD  SYSOUT=L,DCB=(RECFM=FBA,LRECL=121,BLKSIZE=121)    

//SYSUDUMP  DD  SYSOUT=H

IOAPROF profile dataset is setup only for the test LPAR - MVS2

"SYS3.OSASF.MVS2.PROFILE"

*                                              

*  OSA/SF Startup Profile for MVS2 (TEST LPAR) 

*                                              

SET ALIAS SYSNAME MVS2                         

SET ALIAS CECNAME ABCCEC                       

*                                              

SET NAME IOACFG                                

    DATASET 'SYS3.IOA.&CECNAME.OSAS.CONFIG'     ( Allocate RECFM=FB,LRECL=080,BLKSIZE=5120

    UNIT  3390                                 

    VOLSER SYS010                              

SET NAME IOAINX                                

    DATASET 'SYS3.IOA.&CECNAME.MASTER.INDEX'   ( Allocate RECFM=FB, LRECL=080,BLKSIZE=5120   

    UNIT 3390                                  

    VOLSER SYS010                              

*                                              

SET NAME IOAMSG                                

    DATASET 'SYS3.IOA.&SYSNAME.MESSAGE.LOG'    

    UNIT 3390

    VOLSER SYS010                     

*                                     

SET NAME IOADSN                       

    DATASET 'SYS3.IOA.&CECNAME.OSASF' 

    UNIT 3390                         

    VOLSER SYS010                     

*                                     

*  THE END

VTAM APPL for OSF/SF APPC transaction server

* This APPL statement identifies OSA/SF as a VTAM application, with one ACB defined for LU IOASERV.                  

*

*                                                                    

IOASERV APPL   ACBNAME=IOASERV,                              C      

                 APPC=YES,                                                           C

                 AUTOSES=0,                                                         C  

                 MODETAB=APPCMVS,                                         C

                 DLOGMOD=APPCHOST,                                       C  

                 DDRAINL=NALLOW,                                              C  

                 DMINWNL=5,                                                          C  

                 DMINWNR=5,                                                         C  

                 DRESPL=NALLOW,                                               C  

                 DSESLIM=10,                                                         C

                 LMDENT=19,                                                          C  

                 PARSESS=YES,                                                     C  

                 SRBEXIT=YES,                                                      C  

                 VPACING=1

REXX IOACMD.EXEC

Copied from 'IOA.SIOASAMP' library

This EXEC is used to build the required commands for getting an OSA/SF command from the user to the OSA/SF address space,  executed, then returned, and the results displayed to the user.

%NETTST   ( From the LPAR running OSA/SF

PROC 0                                                    

ALLOC FI(SYSTCPD) DA('SYS3.TCPIP.TSO.CNTL(TCPDATA0)') SHR 

NETSTAT

(Only required the first time to allocate the TCPDATA0 parm member)

MVS TCP/IP Netstat V3R2                                                      

Active Transmission Blocks                                                   

User Id                 Conn    Local Socket        Foreign Socket    State       

----------------------  -------    -----------------        ---------------------    -------- 

INTCLIEN            1000  *..TELNET                *..*                      Listen      

EZAFTSR2          1019  *..FTP-C                   *..*                      Listen      

GTIMONT            1013  *..2156                      *..*                      Listen      

GTIMONT            1016                    SYS3.TCPIP.HOSTS.ADDRINFO not found.                          

172.16.101.31.  .2156                    SYS3.TCPIP.HOSTS.ADDRINFO not found.

TCP/IP command to verify that the passthru OSA device is defined:


NETSTAT DEVLINKS

MVS TCP/IP Netstat V3R2                                   

Device OSAPORT1          Type: LCS                     Status: Ready  

Queue size: 0                    Address: 0012

Link ETH1                         Type: ETHER|802.3      Net number: 1

To get the contents of the  OSA Address Table (OAT):

ex 'txxx0.clist(ioacmd)' 'get_oat 00 tuuu0.osa0.txt' exec

SNA OSA Support

To install the SNA image to the OSA card:

ex 'txxx0.clist(ioainsna)' exec
The IOAINSNA EXEC prompts you for the following:


The CHPID (OSA number) to install the code to. - B4

External Communication Adapter Major Node - Production

* XCA MAJOR NODE FOR PROD OSA2 ADAPTER (SNA)                            

*                                                                       

*                                                                       

XCA24A   VBUILD TYPE=XCA                                                

X24APORT PORT   ADAPNO=0,                                X

               CUADDR=24A,                                             X

               MEDIUM=CSMACD,                                     X

               SAPADDR=04,                                              X

               TIMER=60                                                 

X24AGRP  GROUP  DIAL=YES,                                 X

               DYNPU=NO,                                                 X

               ANSWER=ON,                                              X

               AUTOGEN=(16,L,P),                                     X

               CALL=INOUT,                                               X

               ISTATUS=ACTIVE

External Communication Adapter Major Node - Test

* XCA MAJOR NODE FOR TEST OSA2 ADAPTER (SNA)                            

*                                                                       

*                                                                       

XCA24B   VBUILD TYPE=XCA                                                

X24BPORT PORT   ADAPNO=1,                               X

               CUADDR=24B,                                            X

               MEDIUM=CSMACD,                                    X

               SAPADDR=04,                                            X

               TIMER=60                                                 

X24BGRP  GROUP  DIAL=YES,                                X

               DYNPU=YES,                                              X

               DYNPUPFX=OA,                                         X

               ANSWER=ON,                                             X

               AUTOGEN=(16,L,P),                                    X

               CALL=INOUT,                                              X

               ISTATUS=ACTIVE

Remote 3174 Controllers - Switched Major Node

E3174J01 VBUILD   TYPE=SWNET,MAXNO=1,MAXGRP=1                            

P3174J01 PU       ADDR=01,PUTYPE=2,IDBLK=017,IDNUM=E0002,                 X 

               MAXOUT=1,PASSLIM=1,MAXPATH=1,MAXDATA=1417,                    X 

               DISCNT=(NO),DLOGMOD=SNX32702,MODETAB=MODE3174,          X 

               PACING=1,VPACING=1                                        

         PATH     DIALNO=040440003174E002,                                                       X 

               GID=1, PID=1,                                                                                         X 

               GRPNM=G62YL                                               

RJA1     LU    LOCADDR=2,ISTATUS=ACTIVE,USSTAB=USSSNA2                   

RJA2     LU    LOCADDR=3,ISTATUS=ACTIVE,USSTAB=USSSNA2

3174 Controller Microcode MAC Address: 4200 xxxx xxxx 04 (CHPID B4 port 0)

Code: 107 Remote MAC Address / Remote SAP

Host Printing

LPD Server parms dataset 'SYS3.TCPIP.CNTL(LPDDATA)'
; LPD Configuration Dataset

OBEY Txxx0 Tyyy0                    

SERVICE prt2    PRINTER             

    LOCAL                           

    CLASS=L                         

    FILTERS f l p r                 

    LINESIZE 132                    

    PAGESIZE 60                     

 ;                                  

SERVICE PRT2    PRINTER             

    LOCAL                           

    CLASS=L                         

    FILTERS f l p r                 

    LINESIZE 132                    

    PAGESIZE 60

Line Printer Demon Procedure - LPDSERV1
//LPDSERV1 PROC MODULE=LPD,                                            

//         LPDDATA=SYS3.TCPIP.CNTL(LPDDATA),                           

//         LPDPRFX='PREFIX SYS3.TCPIP.LPD',                            

//         DIAG=''                                                     

//*

//*        L I N E   P R I N T E R   D E M O N  -  PRODUCTION          

//*        SMP/E Distribution Name: EZAEB019

//*        Turn on SMSG support                                        

//*                                                                    

//SETSMSG EXEC PGM=SETSMSG,PARM=ON                                     

//SYSPRINT  DD SYSOUT=*                                                 

//OUTPUT     DD SYSOUT=*                                                 

//SYSIN         DD DUMMY

//*

//LPD   EXEC PGM=MVPMAIN,                                            

//  PARM=('&MODULE,ERRFILE(SYSERR),HEAP(512)',                       

//       'NOSPIE/ ''&LPDDATA'' &LPDPRFX &DIAG'),                     

//       REGION=6M,TIME=1440                                         

//SPOOL OUTPUT CHARS=GT12                                            

//STEPLIB      DD DSN=SYS3.TCPIP.SEZATCP,DISP=SHR                         

//*                                                                  

//LPD1 OUTPUT CHARS=GT12                                             

//*

//SYSPRINT   DD SYSOUT=*

//SYSERR      DD SYSOUT=*                                               

//*

//SYSDEBUG DD SYSOUT=*                                                   

//OUTPUT       DD SYSOUT=*                                                   

//SYSIN           DD DUMMY                                                      

//SYSMDUMP DD SYSOUT=*                                                   

//*

//SYSTCPD     DD DISP=SHR,DSN=SYS3.TCPIP.CNTL(TCPDPRD0)

Reset OSA Adapter CHPID - SNA

(After Power on Reset)

V NET,ID=XCA24A,INACT,I
(MVS1 - Production System)

V NET,ID=XCA24B,INACT,I
(MVS2 - Test System)

V 240-24F,OFFLINE

(Both MVS1 / MVS2)

CF CHP(B4),OFFLINE

(Both MVS1 / MVS2 - from the master console)

CF CHP(B4),ONLINE

(Both MVS1 / MVS2)

Receive IOS150I DEVICE 024x NOW AVAILABLE FOR USE
D M=CHP(B4)

To display the channel Path status "+" online

V 240-24F,ONLINE

(Both MVS1 / MVS2)

D U,,,240,8

To display the device status

V NET,ID=XCA24A,ACT,SCOPE=ALL (MVS1 - Production)

V NET,ID=XCA24B,ACT,SCOPE=ALL (MVS2 - Test)

D NET,ID=XCA24A,E

To display line status "ACTIV"

